
 



 

 

PART NUMBER COLOR VOLTAGE (VDC) TYPICAL INTENSITY (mcd) LED Positions Figure PANEL THICKNESS 

607-1412-110F BLUE 2 850 PROTRUDING 1 
0.187" (4.75mm) 

607-1512-110F WHITE 2 1800 PROTRUDING 1 

607-1412-120F BLUE 6 850 PROTRUDING 2 
0.265" (6.75mm) 

607-1512-120F WHITE 6 1800 PROTRUDING 2 

607-2413-110F BLUE 2 850 RECESSED 3 
0.136" (3.45mm) 

607-2512-110F WHITE 2 1800 RECESSED 3 

607-2412-120F BLUE 6 850 RECESSED 4 

0.336" (8.50mm) 

607-2512-120F WHITE 6 1800 RECESSED 4 

607-2412-130F BLUE 12 850 RECESSED 4 

607-2512-130F WHITE 12 1800 RECESSED 4 

607-2412-140F BLUE 24 850 RECESSED 4 

607-2512-140F WHITE 24 1800 RECESSED 4 

Wire Lead Versions 

607-2415-120F BLUE 6 850 RECESSED 4 

0.336" (8.50mm) 

607-2515-120F WHITE 6 1800 RECESSED 4 

607-2415-130F BLUE 12 850 RECESSED 4 

607-2515-130F WHITE 12 1800 RECESSED 4 

607-2415-140F BLUE 24 850 RECESSED 4 

607-2515-140F WHITE 24 1800 RECESSED 4 

 


